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 MEMORANDUM . : _ STATE OF NEW JERSEY 1ON
a . T ' DEPARTMENT OF ENVIRONMENTAL PROTECTION
( - TO:_ _Petfer Tf‘jfﬂ(’h . : ._ e g Nk

 EROM: _ George Klepp throughiﬁﬁank_MarkéWicz'and'Hﬁig\Kasabach

SUBJECT:__L- E. Carpenter Facility Ground-Water Plans DATE: My 17, 1979 .
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. As per my memo to Haig Kasabach, I am presenting the steps that should
‘be taken to alleviate the potential ground-water pellution of a valuable
aquifer. Since there are four public water supply wells immediately .
down-stream from the L. BE. Carpenter site these steéps should be under-
taken as soon as possible. . - S - :

1) Samﬁies'should bé taken from the public water éupply
wells once a month and analysed for organic chemicals.

2) The conposition of the 5Sludge material in the lagoon.
should be determined and the material excavated out and
removed from the site to a treatment facility or secure
landfill. : ‘ : ) ' ‘

3) The buried drums on the site must be 10@atedrand removed
~ to a safe 1landfill and the earth around the drums should
-also be removed if the integrety of the drum is in doubt.

4) All of the tanks on the“sité'should”be'emptied‘and-
pressure tested to determine the integrity of the tanks.

'§) Where drums are stored on the surface, proper precautions
must be taken that any leakage from the drums does not
- enter exposed ground. The best course for the storage of

~ these drums would be a secure, concrete lined structure.

6) The;afeas around the tahks and otﬁerlplaces where there is
evidence of spillage be analysed for haza¥dous substances.

= . If there is evidence of toxic materials in the soil samples,
T that soil should be removed to a secure landfill.

7)" “The material that is discharged into the Rockaway River from
' ‘the cooling system of the plant should be analysed for toxic
~ substances.. If contamination is evident then material must

not-enter-the-River's-water, -but-collected-and-treated.
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